select

22236CC/W33
22236CA/W33
22234MB/W33
22234CC/W33
22234CA/W33
22232MB/W33
22232CC/W33
22232CA/W33
22230MB/W33
22230CC/W33
22228MB/W33
22230CA/W33
22228CC/W33
22228CA/W33
22226MB/W33
22226CC/W33
22224MB/W33
22226CA/W33
22224CC/W33
22224CA/W33
22222MB/W33
22222CC/W33
22222CA/W33
22220CC/W33
22220MB/W33

22220CA/W33

Inquiry

180x320x86 mm
180x320x86 mm
170x310x86 mm
170x310x86 mm
170x310x86 mm
160x290x80 mm
160x290x80 mm
160x290x80 mm
150x270x73 mm
150x270x73 mm
140x250x68 mm
150x270x73 mm
140x250x68 mm
140x250x68 mm
130x230x64 mm
130x230x64 mm
120x215x58 mm
130x230x64 mm
120x215x58 mm
120x215x58 mm
110x200x53 mm
110x200x53 mm
110x200x53 mm
100x180x46 mm
100x180x46 mm

100x180x46 mm

222 Series

Bearing
No.

895
895
845
845
845
750
750
750
630
630
560
630
560
560
490
490
445
490
445
445
345
345
345
277
277

277

[x]
I

Dimensions
(Size)
dxDxB [Jmm[]

1550
1550
1450
1450
1450
1300
1300
1300
1050
1050
930
1050
930
930
805
805
735
805
735
735
545
545
545
425
425

425

Basic Load Rating Weight

(Cr)
29.1 Kg

29.4 Kg
26.8 Kg
26.1 Kg
26.8 Kg
24.6 Kg
24.3Kg
24.6 Kg
18.7 Kg
18.2 Kg
16.2 Kg
18.7 Kg
15.7 Kg
16.2 Kg
12.4 Kg
12.1 Kg
10.3 Kg
12.4 Kg
10.1 Kg
10.3 Kg
7.43 Kg
7.15 Kg
7.43 Kg
5.02 Kg
5.18 Kg

5.18 Kg

(Cor)

(kg)
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22238CC/W33
22238MB/W33
22240CA/W33

22240CC/W33

190x340x92 mm

190x340x92 mm

200x360x98 mm

200x360x98 mm

222 Series

865 1620 37 Kg

865 1620 37.4 Kg
1100 1950 44.7 Kg
1100 1950 44.1 Kg
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